e

{
{




HI-FI AMPLIGRAM

A very popular High Fidelity Ampligram with latest development
in high quality reproduction. The A®blifier is specially designed with
separate Base and Trible control which will give you years of tonal
reproduction of unheard quality. Its features cannot be matched or equalled
by anything near its remarkably low cost. The HI-FI Ampligram is
fitted with extension loud-speaker terminals which will enable you to listen
to your records in another room.

SPECIFICATIONS :-

Attractive & Handy Walnut Veneer Cabinet.
Fitted with Garrard Three Speed Record Changer.
Undistorted 4 Watt Output.

4 Valves (2-6AT6, 1-6AQ5, 1-6X4).

Elliptical HI-Flux Type Speaker of 6x4 Size.

Equipped with On-Off Switch, Volume Control, separate.
Base & Trible Control & Jewel indicator Lamp.

* Operates on 230/110 AC - 50 Cycles Main.
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,  MODEL U.I5—|5 WA’TTS

It is a portable type
AC/Battery Amplifier
and smallest among
the Mikophone Ampli-
fiers. Though small in
size it has 5 full size
valves and high Power
output. Neat and
clean wiring and the
selected  components
make it an efficient and
reliable set. Housed in
a two colour beautiful
cabinet it has separate
Gram and Mike input
channels with indivi-
dual controls. Suitable

for mobile propoganda, Hotels, Clubs, bchoola, Music Halls and other small
P. A. installations.
TECHNICAL DATA:-

Current :—280 Volts AC & 6 Volts Battery.
Power Output :—15 Watts.

Output Impedance :—0, 4, 8, 15.

Valves :—1-6X5, 2-6F6, 1-6SLT7, 1-6SNT.
Controls : —(1) Mike (2) Gram (8) Tone.
Dimension :—11" x 7" x 7",

MODEL U-25—-25 WATTS

A very popular
traveller type Am-
plifier, runs on
230/110 Volts AC &
6 Volts Battery.
It has a beautiful
two colour Cabinet
with a handle on
the top to carry it
easily with one
hand. High power
output and low
Battery consump-
tion are its extra
features. Only the
best  components

are used which make it a very reliable set. It has 6 Valves, Two Mike and One
Gram input channels with separate controls. Suitable for outdoor publicity. Social
gatherings and Medium size P. A. installations.
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TECHNICAL DATA :-

Current :—280/110 Volts AC & 6 Volts Battery
Power Output :—25 Waits.

Output Impedance :—0, 4, 8, 15, 250.

Valves :—1-774, 2-6V6, 2-6SNT, 1-6SLT7.
Inputs :—Two Mike & One Gram,

Controls :—(1) Mike (2) Gram (8) Tone.
Dimension :—164"" x 8" x 7',



RCA TYPE TALKIE AMPLIFIER 25-WATTS
: C

The reputation of your
theatre is only as good as its
sound. Here is an amplifi-
er which will enhance the
reputation of your theatre
by its sweet and clear re-
production and troublefree
long service. 1f your pres-
ent amplifier has become
old or troublesome change
it to day with RCA type.
1f youramplifierisin good
working condition even
then buy it and keep it as
stand by to meet emer-
gency.

It has'two PEC connections and One Gram connection with individual controls.

TECHNICAL DATA:-

Current : —230/110 Volts AC.

Power Output :—25 Watts.

Output Impedance:—0, 4, 8, 15, 250, 500.
Valves:—2-61L6. 1=-5U4G, 2-605, 3-6J7.
Dimension :(—163"" x 93"’ x 83",

MODEL U-30—30 WATTS

Here is the most
popular P. A, Ampli-
fier among all the
Amplifiers available
in the Indian Market
and a ‘must be' for
every P. A. Profe-
ssional man. It in-
corporates all the best
features viz: reliabi-
lity, life like repro-
duction. Low battery
consumption andcom-
petitive price are the
additional features.
Ideally suitable for
Drama Stages besides
large indoor and out-
door installations, it

works on 230/110 Valts AC and 6 Volts Battery and has every carefully selected components
of high quality and very neat and clean wiring which ensure trouble free continuous service
for years. It contains 7 Valves and separate Two Mike and One Gram input channel with
individual controls,

TECHNICAL DATA :-

Current: —230/110 Volts AC & 6 Volts Battery.
Power Output :—30 Watts.

Output Impedance :—0, 4, 8, 15, 30, 60, 500.
Valves :—2-6 x 5, 2-6L6G, 1-6SL7, 1-6SC7, 1-68J7.
Inputs :—Two Mike One Gram,

Controls :—(1) Mike (2) Mike (3) Gram (4) Tone,
Dimension :—15"" x 103" x 8",
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60 WATTS

A very powerful Amplifier in the P. A. line. Its very loud and
sweet sound will make you forget any other amplifier of its size and price
that you have ever seen or heard.

13 Valves AC set ruggedly constructed and free from Break
down has three mike and one Gram connections with individual controls
and valves for each chunnel. It is ideally suitable for Dramas, Public
Speeches and very large size gatherings of similar type.

TECHNICAL DATA :-

Current :—230/110 Volts AC.

Power Output:—60 Watts.

Output Impedance :—0, 4, 8, 15, 250, 500.

Valves :—2-5U4, 4-6L6, 1-6C5, 2-6N7, 4-6SJ7.

Inputs :—3 Mike and One Gram,

Controls :—(1) Mike (2) Mike (3) Mike (4) Gram (5) Tone.
Dimension :—18" x 13" x 9".

WHY MORE P. A. MEN PREFER
MIKOPHONE

Competitive Prices.

Trouble-free Long Service.

Less Consumption and More Power Output.
Life-like Reproduction.

Guaranteed for One Year.
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MODEL U-40—40 WATTS

Here is the most:popular P. A. Amplifier an ong all the Amplifiers
available in the Indian Market and a ‘must be’ for every P. A. Professional
man. It incorporates all the best features viz: reliability, life like repro-
duction. Low battery consumption and competitive price are the additional
features. Ideally suitable for Drama Stages besides large indoor and outdoor
installations, it works on 230/110 Volts AC and 6 Volts Battery and has very
carefully selected components of high quality and very neat and eclean
wiring which ensure trouble free continuous service for years. It contains
9 Valves and separate Two Mike and One Gram input channel with
individual controls.

TECHNICAL DATA :-

Current :—230/110 Volts AC & 6 Volts Battery.

Power Output :—40 Watts.

Output Impedance :—0, 4, 8, 15, 30, 60, 500.

Valves :—2-6 x 5, 2-6L.6, 1-6SN7, 1-6SL7, 3-6SJ7.

Inputs :--Two Mike & One Gram.

Controls :—(1) Mike (2) Mike (3) Gram (4) Master (5) Tone.
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Dimension :(—15" x 103" x 8",
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